
Automatic Vibrator Lubrication system (ALS) 
What is ALS?  

ALS is basically an Auto Lube System to cool the vibrator bearings 
in our concrete product machines. The basic working principle of  
this arrangement is to inject / spray hydraulic oil on the bearing 
housings with bearings. This will lubricate all the bearings of  
the system and transfer the heat from vibrator housing to the 
oil sump / pumping unit tank with the oil being circulated. 

This system has a pumping unit with two positive displacement 
pumps running with a 2 HP induction motor. The fi rst pump 
will suck the oil from the sump and spray it on to the Bearing 
housings and the bearing at around 2.5 bar pressure. This oil 
will pass through a fi lter arrangement to make sure that the oil 
entering the vibrator system is completely free from contaminations. 
After lubricating the bearing and collecting the heat, the oil is collected at the bottom 
of  the enclosed casing.

The second pump with marginally higher suction capacity will suck the oil from the 
casing and transfer it to the pumping unit sump. During this process the oil will pass 
through an air blast cooler and a return line fi lter to make sure that the oil entering 
the sump is relatively cool and free from contaminants. 

Difference between conventional Model SPM20 and SPM20 with ALS

Sr No Description Normal grease Lube System ALS System
1 Type of  Lubrication Grease Lub (high Temp) Oil circulation
2 Life of  Bearing Medium Very high
3 Periodical stoppage 

for Lubrication
Required Not required

4 Temperature 70° to 80° Centigrade  50° centigrade
5 Reuse of  LUB oil /

Grease
Grease cannot be reused Oil is recirculated.

6 Reliability Normal  High
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Automatic Vibrator Lubrication system (ALS)

Vibrator Componets

Reach us at:

Vibrator alignment and belt 
tensioning is critical to the 
operation and life of  the 
vibrator assembly. Following 
vibrator installation procedures 
torque specifi cations and belt 
tensioning will insure optimum 

• Telangana plans to build three new greenfi eld airports at Kothagudem, 
Jakranpally in Nizamabad and Gudibanda in Mahbubnanagar, 
start commercial operations at three existing airports – Warangal, 
Basanthnagar and Adilabad. Telangana also plans a world class 
aerospace university.

• Rs.6.16 Lakh Crore has been approved so far to provide pucca houses 
to economically weaker sections of  society under PMAY – Urban.

• Deendayal Port Trust formerly known as Kandla Port, has envisaged 
as investment of  Rs. 9757 crore for improving its infrastructure.

• Oil India to invest 57 billion rupees on 167 wells, pipeline in Assam.

info@colmac.in

 Scotland’s National Animal is a Unicorn

 � e Greenland shark has an average lifespan of 272 years, some 
of them can even live as long as 500 years.

 Mantis shrimps can punch with the force of a bullet. � ey have 
one of the fastest and the most powerful punches in nature.

 � ere are a lot more trees on earth than there are stars in the 
galaxy. NASA estimates that there could be from 100 billion to 
400 billion stars in the Milky Way galaxy. � e earth has more 
than 3 trillion trees.

 � e biggest tire manufacturer in the world is Lego. � e company 
makes more than 50% more tires than other tire manufacturers 
such as Bridgestone or Goodyear.

 Humans are born without kneecap bones, we only develop them 
around the age of 3

 Clouds may look very lightweight but the science says otherwise. 
� e average cumulus cloud you can see during the sunny day, 
weight around 500,000 kg (1.1 million pounds).

 A glass ball can bounce higher than a rubber ball of the same size

 � roughout the history of the world, 
there have been more than 108 
billion people alive. Since 
there are more than 7 billion 
people alive 
today, it means 
that around 7% 
of those who 
have ever lived 
exist today.
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operation. Make sure you 
follow your daily greasing 
of  the vibrator eccentrics. 
Couplers have mating parts and are numbered the same at one end. 
An equal gap must be maintained once the couplers have been torque. 
Counter weights must be replaced if  worn.
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